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3.MATERIAL LIST. 
N0/ITEM MATERIAL MAKER 

1.CORE UU-9.8  FERRITE CORE. HI-TECH.VAKOS.ACME. 
 HG702.R8K.A07.  
   
2.BOBBIN UU-9.8 V. TYPE  W / 4 PINS CHANG CHUN PLASTICS CO.,LTD. 
 PHENOLIC / T375J. UL NO.E59481. 
 SW-9.8A SWARM BOBBIN INDUSTRIAL CO.,LTD. 
 HY-0902 HSIN YUNG PLASTIC INDUSTRIAL CO, LTD. 
   
3.WIRE DD-NYU (2UEW) 130℃ PACIFIC ELECTRIC WIRE & CABLE CO. 

UL NO.E84081. 
TAI-I COPPER(DUANGZHOU)CO.,LTD 
UL NO.E85640. 

   
4.TAPE POLYESTER TAPE. 3M COMPANY  UL NO.E17385. 
 #1350F-1.  
   
5.VARNISH V1630FS. ELANTAS ELECTRICAL INSULATION ELANTAS 

PDG INC  UL NO.E87039. 
   
6.CLIP UU-9.8 HIGH CARBON STEEL. SHEN SHEN INDUSTRIAL CO.,LTD. 
   

7.SOLDER PURE TIN SAC300,SAC305,SC9937 ALPHA SOLDER CO.,LTD.  

*ROHS COMPLIANT(無鉛製程) 

4.ELECTRICAL SPECIFICATION. 
4-1.INDUCTANCE.(P2-1) 1.85mH MIN.  @1KHZ  0.25V  BY HP-4284A. 
 

  4-2.D.C.RESISTANCE. (P2-1) 0.35Ω MAX.  BY GOM-801G. 




